
CLASS # 20 
 1/2” AIR IMPACT WRENCH 

  
 
      It used to be said that ‘if you muffle the noise, you’ll reduce the power’ 
when it came to air tools. Balderdash! Now ‘AirCat’® has completely busted 
that myth with their line of ‘Silent Power’ air tools. 
     Developed by ‘Exhaust Technologies’, these new low decibel/high torque 
air wrenches include high speed turbines, high quality bearing surfaces and 
air chambers, and a low decibel exhaust through the handle, not a front vent 
like other air wrenches, so there’s  no more blow-by in the lungs and eyes.   
     These 1/2” pistol grip impacts have a built-in, cushioned grip handle and 
emit only 82 decibels at high torque. They have the twin hammer design, so 
you get up to an incredible 840 foot pounds. They develop 7,000 RPM and 
weigh only 5 1/2 Lbs. Available in long or short shank models. IMPORTED 
 

  
ITEM#: 1404-2   1/2” LONG SHANK ITEM#: 1404   1/2” SHORT SHANK 

 
 
 
 
 
 
 

ITEM#: DESCRIPTION: 
1404 AIRCAT 1/2” SHORT SHANK AIR WRENCH 
1404-2 AIRCAT 1/2” LONG SHANK AIR WRENCH 

 



CLASS # 20 
 1/2” x 1,000 Lb. AIR WRENCH 
 

 

 
 

          This is the next generation of air tools! This Aircat® 1/2” Drive impact 
wrench delivers extreme power, a tuned exhaust, and it weighs only 4.3 Lbs.  
It has a working torque of 200 to 800 ft. Lbs. and a reverse loosening torque 
of 1,000 Foot Pounds.  
          The twin hammer mechanism delivers smooth power combined with a 
tuned exhaust system through the ergonomically designed handle. It features 
three forward settings and that one powerful reverse setting of 1,000 Ft/Lbs.   
          This is the smoothest, most powerful 1/2” air impact wrench available.   
It also features a patented valve system that minimizes vibration and because 
it’s an Aircat® it’s super quiet at only 84 DBA. IMPORT. 
 

 
 

ITEM#: DESCRIPTION: 
AC1000TH AIRCAT 1,000 LB 1/2” AIR IMPACT 

  



CLASS # 20 
1/2” TWIN HAMMER IMPACT WRENCH 

 
      This square drive, 1/2” air impact wrench from Neiko Tools has the twin 
hammer mechanism that gives this pistol grip gun up to 500 foot pounds of 
torque and it has the same power in both forward and reverse.  
      The air speed is adjustable with a 5 selection torque knob and they have 
an average air consumption of 10.2 CFM at 90 PSI. The free Speed is 7,000 
RPM and they have the standard 1/4" NPT air inlet for a 3/8” air hose. They 
have a side exhaust system and are available in short shank or 2” long shank.   
Imported. 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ITEM#: DESCRIPTION: 
 N093 1/2” TWIN HAMMER IMPACT WRENCH - SHORT 
 N093L 1/2” TWIN HAMMER IMPACT WRENCH - LONG 

  



CLASS # 20 
1/2" DRIVE 400LB AIR IMPACT 

 
 This is an industrial grade air impact wrench that puts out more than 
400 foot lbs of torque. The new high powered twin hammer motor provides 
the power to remove rusted lug nuts 50% faster than other impact wrenches.       
           It also features an oil bath clutch chamber that continuously lubricates 
moving parts and an adjustable air flow regulator that allows the operator to 
control torque output.   
 This unit has almost as much torque as a 3/4" impact, and is available 
with the long 2” anvil. This unit operates at 90 PSI with air consumption of 
5CFM. and 8,000 RPM free speed. Weighs approximately 6 Lbs. Imported. 
 

 
 

 
 
 
 
 

ITEM#: DESCRIPTION: 
  286 1/2" 400 LBS AIR IMPACT WRENCH - LONG 

 



CLASS # 20 

 
KEVLAR IMPACT WRENCH 

 
      Look what the cat dragged in!! Aircat® Pneumatic Tools’ new 1/2” drive 
air impact wrench features a virtually indestructible Kevlar® composite body 
and is built from the finest materials in the world. 
      It has a patented super clutch twin hammer mechanism and is engineered 
built and tested in the USA. This is the quietest, strongest and most powerful 
1/2” impact wrench in its’ class today and preferred by repair and tire shops 
because they can be run all day every day. 
       
 
  
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ITEM#: DESCRIPTION: 
AC1100K AIRCAT® 1/2” KEVLAR IMPACT WRENCH 

 

Specifications: 
 

 Torque: 1,100 Ft. Lbs. 

 Air Pressure: 90 PSI 

 Free Speed: 7,000 RPM 

 Sound Level: 85 DBA 

 Kevlar Body 

Weight: 4.5 Lbs. 



CLASS # 20  
 1/2” MINI IMPACT WRENCH 

               
 
       Exhaust Technologies has broken the mold for air tools by developing a 
low decibel, high torque air wrench. The internal mechanisms include high 
speed turbines, high quality bearing surfaces and air chambers, and very low 
decibel exhaust through the handle instead of the front, so there’s no more 
‘blow-by’ in the lungs and eyes.   
     These wrenches have a twin clutch design, so you get high torque with a 
sound pressure of only 86 decibels. You get more power and half the noise 
with their tuned exhaust.    
     They feature 500 Lbs of loosening torque and 100 to 450 Lbs. of working 
torque. The composite housing and aluminum hammer make it light weight 
at only 2 3/4 Lbs. and the mini size allows you to get into tight places with 
more working room. IMPORTED 
 
 

 
 
 

 
 
 
 

 
ITEM#: DESCRIPTION: 

AC1350TC AIRCAT MINI 1/2” IMPACT WRENCH 
 



CLASS # 20 
1/2" AIR IMPACT WRENCH 

  
  These are heavy duty impact wrenches, used primarily by auto repair 
mechanics and tire shops for removing lug nuts but are also used by anyone 
with an air compressor and a need for tightening or untightening bolts and 
nuts with impact sockets.  
           They are heavy duty, industrial quality and feature 280 foot pounds of 
torque, an oil lubricated ‘rocking dog clutch’, and an air regulator control for 
variable speed adjustment.  
           It takes a standard 3/8” I.D. air hose, and operates at 90 PSI with air 
consumption of 4CFM. It has a heavy duty metal housing and a rubber scuff 
guard to protect work and housing and is available in both short and long 
shank models, the long shank is approximately 2”. IMPORTED 
 
 
 

 

 
 

 
 
 
 
 

 
ITEM#: DESCRIPTION: 

265 1/2" AIR IMPACT WRENCH – SHORT SHANK 
266 1/2" AIR IMPACT WRENCH – LONG SHANK 

 



 

CLASS # 20 
3/8" IMPACT WRENCHES 

 
        These are heavy duty 3/8" impact wrenches used for all types of general 
purpose work. These units come in either pistol grip, (like a gun) or butterfly 
style, (palm grip with a butterfly trigger for single handed control of speed).  
        The built in power regulators adjust the torque and they have alumium 
housings. The butterfly has a rubber boot on the front. IMPORTED 
 

3/8” BUTERFLY IMPACT WRENCH 
 

Specifications: 
 

 Bolt capacity: 3/8” 
 Maximum Torque: 75 Ft Lbs. 
 Free Speed: 10,000 RPM 
 Air inlet: 1/4”  
 Works with standard 3/8” ID air hose 
 Air consumption: 4 CFM 
 Air pressure: 90 - 120 PSI 

 
 
 

 

 
 
 

3/8” PISTOL GRIP IMPACT WRENCH 
 

Specifications: 
 

 Bolt capacity: 3/8” 
 Maximum Torque: 125 Ft Lbs. 
 Free Speed: 8,000 RPM 
 Air inlet: 1/4”  
 Works with standard 3/8” ID air hose 
 Air Pressure: 90 – 120 PSI 
 Air consumption: 4 CFM 

 

 
    

ITEM#: DESCRIPTION: 

260 3/8" BUTTERFLY IMPACT WRENCH 

261  3/8" PISTOL GRIP IMPACT WRENCH 
 















CLASS # 20 
 1/4” ANGLE DIE GRINDER 

               
 

         Aircat® is the hot new air tool line that delivers all the power you need from 
your tools but has managed to considerably reduce the noise levels to well below 
OSHA’s new allowed decibel ratings for pneumatics.  
        Compact, yet powerful, these great new Aircat® die grinders will deliver the 
maximum rpm and can easily reach into the smallest of areas. Available in straight 
head or angle head which has a collet that is 90° to the body of the tool so you get 
increased access in tight spaces.   
        They will hold any 1/4” shank mounted stones, burrs, or other accessories and 
run at 90 PSI with an average air consumption of just 7.8 CFM with a sound level 
of just 82dBa. Import.  

 
STRAIGHT DIE GRINDER 

 
Specifications: 

 

• 22,000 RPM Free Speed 
• 90 PSI 
• Direct Gear Mechanism 
• 82 dBa 
• 1.6 lbs. 

 
ITEM#: AC6201 

ANGLE HEAD DIE GRINDER 

 
Specifications: 

 

• 20,000 RPM Free Speed 
• 90 PSI 
• Direct Gear Mechanism 
• 82 dBa 
• 1.1 lbs. 

 
          ITEM#: AC6255 

 
 

ITEM#: DESCRIPTION: 
AC6201 AIRCAT® 1/4” STRAIGHT AIR DIE GRINDER 
AC6255 AIRCAT® 1/4” ANGLE AIR DIE GRINDER 

  



CLASS# 20 
3” AIR CUTOFF TOOL 

 
         This tool is perfect for cutting body panel when used with the 3” cutoff 
wheels. They are industrial quality air cut off saws that spin at 18,000 RPM 
and operate at just 90 PSI, and the air consumption is just 4 CFM.  
         Unlike a standard die grinder that does the same thing, these tools have 
a clear safety shield to deflect sparks away from your body but won’t block 
your vision while cutting. They’re perfect for cutting muffler, body panels, 
rebar, and other sheet metal. 
         They take a standard 3/8” air hose and the housing is constructed of an 
impact resistant, composite material. 6 3/4” long. IMPORTED 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

DON’T FORGET EXTRA CUTOFF WHEELS! 
 
 
 
 

ITEM#: DESCRIPTION: 
  269 3” AIR CUTOFF TOOL 

 



CLASS # 20 
 3” AIR CUT OFF TOOL 

               
 
 
       Exhaust Technologies, the company that makes Aircat® pneumatic tools, 
has shattered the myth that “muffling the noise will reduce the power” in air 
tools.  This comes just in time too, because OSHA is on a campaign to start 
issuing citations for noise levels, especially targeting air tools.  
      Now they’ve added their new 3” cut off tool to the line, and just like all 
the Aircat tools, this one exhausts through the bottom of the tool to reduce 
‘blow-by’.  
      They deliver 20,000 RPM and have the butterfly lever built into the body 
of the tool and a full wheel cover for safety. The sound pressure level, like in 
all Aircat tools, is an incredibly low 82 decibels. IMPORTED  

 
 
 
 

                                                  
                                      
 
 
 
 
 
 
 
 
 
 
                                     DDOONN’’TT  FFOORRGGEETT  CCUUTT  OOFFFF  WWHHEEEELLSS!!!!  
                                                  

 
 
 
 
 
 

ITEM#: DESCRIPTION: 
AC6505 AIRCAT 3” AIR CUT OFF TOOL 

 



CLASS # 20 
 3/8” REVERSIBLE AIR DRILL 

               
        
             Exhaust Technologies, the manufacturers of AirCat® Pneumatic tools, 
has shattered the myth that “muffling the noise will reduce the power” in air 
tools. This revolution comes just in time, because OSHA is on the campaign 
to start issuing citations for noise levels, especially targeting air tools.   
           Now they’ve added their 3/8”, reversible air drill. This work horse of 
a drill delivers 1,800 RPM free speed with a super low 82 decibels of sound.   
These are beautiful, soft grip drills with the 3/8” keyless chuck built right in.  
They are completely reversing in action with the flip of a thumb switch and 
the exhaust is through the bottom of the pistol grip, so there is no blow-by in 
tight spaces. 90 PSI, 4 CFM air consumption, only 2.2 Lbs.  
 
 

 
 
 
 

ITEM#: DESCRIPTION: 
AC4314 AIRCAT 3/8” REVERSIBLE AIR DRILL 

 
 



CLASS # 20 
 1/2” REVERSIBLE AIR DRILL

  
        
        It used to be said that ‘if you muffle the noise, you’ll reduce the power’ 
when it came to air tools. Balderdash! Now ‘AirCat’® has completely busted 
that myth with their line of ‘Silent Power’ air tools. 
      Now they’ve added their 1/2”, reversible air drill. These tough drills will 
deliver 400 RPM of free speed with a super low 82 decibels of sound. They 
have an all-metal side assist handle to help you hold onto the torque.  
     These are beautiful drills with padded handles and the 1/2” keyless chuck 
built right in. They are completely reversible with the flip of a thumb switch, 
and the exhaust is through the bottom of the pistol grip, so there is no blow-
by in tight spaces. 3.3 CFM. 90 PSI. 3 1/2 Lbs. IMPORTED 
 
 

 
 
 
 
 
 
 
 

ITEM#: DESCRIPTION: 
AC4413 AIRCAT 1/2” REVERSIBLE AIR DRILL 

  




