






CLASS # 15 

 
PORCELAIN DIAMOND BLADE

 
       This premium 10” MK® Hot Dog diamond blade is ideal for wet cutting 
of porcelain, vitreous and ceramic tile. It is a continuous rim blade and must 
be used with a wet cutting saw. 
       The blade utilizes Micro Bead technology and a patent pending core slot 
design to provide a thin kerf  that will ensure a consistent cutting edge and 
will eliminate porcelain surface chipping even with the hardest porcelain tile 
and will cut 10% faster while lastsing 20% longer than standard blades. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ITEM#: DESCRIPTION: 
10CRHD 10” WET CUT HOT DOG PORCELAIN BLADE 

 

Specifications: 
• Premium Grade 
• 10” Diameter 
• 5/8” Bore 
• Wet Cut Only 
• For Porcelain, Vitreous 

and Ceramic Tile 



CLASS # 15 

 TIGER TOOTH DIAMOND BLADES
 

       These premium grade multipurpose diamond blades are dry cutting segmented 
blades for steel, concrete, masonry, ductile, wood and plastic. Tiger Tooth blades 
utilize a vacuum brazing process to bond diamond crystals to the segments and the 
core is made of solid steel to prevent warping. 
       These blades provide improved safety, better performance, greater versatility 
and a greater value than other blades. They can be used on any gas or electric chop 
saw or hand grinder and are the perfect diamond blade for contractors, plumbers, 
electricians and handymen.        
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ITEM#: DESCRIPTION: 
 14TTD TIGER TOOTH DIAMOND BLADE – 14” x 1” 
 12TTD TIGER TOOTH DIAMOND BLADE – 12” x 1” 
   9TTD TIGER TOOTH DIAMOND BLADE – 9” x 5/8” 

     7TTD TIGER TOOTH DIAMOND BLADE – 7” x <>-7/8”- 5/8” 
 412TTD TIGER TOOTH DIAMOND BLADE – 4-1/2” x 7/8”- 5/8”
     4TTD TIGER TOOTH DIAMOND BLADE – 4” x 7/8”- 5/8” 

 

Specifications: 
 

• 14” x 1” arbor x .125 thickness 
• 12” x 1” arbor x .125 thickness 
•   9” x 5/8” arbor x .095 thickness 
•   7” x 7/8”-5/8” arbor with diamond knockout x .090 thickness 
• 4-1/2” x 7/8”-5/8” arbor x .080 thickness 
• 4” x 7/8”-5/8” arbor x .080 thickness 
(Note: 7/8”-5/8” arbors are 7/8” bore with a ring to bush to 5/8”) 



CLASS # 15 
 PLANK KUTTER DIAMOND BLADE

  
 

        These are MK Diamond® ‘Plank Kutter’ blades for cutting HardiPlank, 
a cement fiber material that can be made to resemble wood or stucco but is 
impermeable to common forms of damage that threaten wood such as water 
damage, rot and termites. HardiPlank is also designed to retain paint longer 
than wood without chipping or peeling, and is fire resistant.  
        These are top quality, precision diamond blades that are manufactured 
to the strict 900 industry standards. They’re 39% diamond concentrate, the 
highest diamond concentration in the industry and are engineered to provide 
optimum cutting performance under most conditions while maintaining an 
extra long service life.   
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ITEM#: DESCRIPTION: 
7HPDB   7” x 0.80 x 5/8”-DIA - MK PLANK KUTTER™ 
10HPDB 10” x 0.90 x 5/8”-DIA - MK PLANK KUTTER™ 

 



CLASS # 15 
TUCK POINT DIAMOND BLADE 

 
         These tuck point diamond blades are the ideal solution to masonry and 
brick repair. They are 1/4” thick, the perfect width to grind out old mortar in 
between bricks and tile. They have a 7/8” arbor with a 5/8” bushing to fit a 
standard electric hand grinder for removal of old and cracked mortar quickly 
and cleanly. 
         They’re segmented, dry cutting diamond blades that you can use to cut 
about 1/2” from old mortar or they can be used to grind out wall cracks for 
re-filling.  Import. 
 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

ITEM#: DESCRIPTION: 
4DTP 4” TUCK POINT DIAMOND BLADE 
412DTP 4-1/2” TUCK POINT DIAMOND BLADE 

 



CLASS # 15 
14” VECTOR DIAMOND BLADE 

 
       This is a general purpose, dry cutting and segmented diamond blade that 
is ideal for brick, block, pavers, concrete and bluestone.  
       Available in 14” diameter, (356mm), or 12”, (305 mm) with a thickness 
of .125. They have a 1” arbor with a drive pin hole (DPH), for walk behind 
saws. The segment height is 10 mm and this blade can be used wet or dry.  
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 

ITEM#: DESCRIPTION: 
14WDSV 14” VECTOR DIAMOND BLADE 
12WDSV 12” VECTOR DIAMOND BLADE 

 




