





Thisis high quality, engineering grade reflective tape. It's the right tape
for trucks, trailers, buses, and other vehicles that travel any highway and it’s
also great for poles, barricades, fences, mailboxes, trash cans, docks, or any
other items that need to be marked for safety.

CLASS#32
REFLECTIVE TAPE

This reflective tape has a seven year outdoor life and excellent day and
nighttime visibility. It meets or exceeds DOT specs #FP85 and ADF-88 but
is not DOT approved. (Meaning the tape does not have the Department of
Trangportation approva stamped on it). USA MADE.
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** NOT D.O.T. APPROVED

I TEM#: COLOR: DESCRIPTION:
RF2W SOLID WHITE 2’ x10YD. REFLECTIVE TAPE
RF2R SOLID RED 2" x 10 YD. REFLECTIVE TAPE
RF2B SOLID BLUE 2’ x10YD. REFLECTIVE TAPE
RS2RW RED/WHITE STRIPE 2" x 10 YD. REFLECTIVE TAPE
RS20W ORANGE/WHITE STRIPE | 2" x 10 YD. REFLECTIVE TAPE




CLASS # 32
DAY & NIGHT BARRICADE TAPES

These are 3” wide x 1000’ rolls of yellow barricade tape commonly used
at crime scene or fire areas, but unlike standard barricade tapes, this tape has
alternating black and reflective lettering so crime scene and fire areas will be
safe during the day as well as night.

They’re available in four common legends with a reflective lettering that
glows when headlights or flashlights shine on it, and this tape is 4 mil thick
as opposed to other barricade tapes which are only 2 mil.

POLICE LINE DO NOT P~
CAUTION CAUTION

FIRE LINE DO NOT CROSS
SHERIFF'S LINE DO NOT CROSS

ITEM#: LEGEND: SIZE:
906 CAUTION CAUTION CAUTION 3” x 1000’
907 POLICE LINE DO NOT CROSS 3” x 1000’
908 FIRE LINE DO NOT CROSS 3” x 1000’
909 SHERIFF’S LINE DO NOT CROSS | 3” x 1000’




CLASS#32
UNDERGROUND TAPE

This underground buria tape is color coded to quickly warn excavation
and repair crews of underground electrical lines, sewer lines, telephone lines,
water lines, and fiber optic lines before damage or injury can occur.

Thistape has big black lettering and is 3" wide on 1,000’ rolls. It'safull
4 mil thick and impervious to alkalis, acids, and other soil components.

Y ou simply run thistape 12" to 18" below ground level and 12" directly
above a buried electrical line. I1t's an economical way to protect underground
lines and prevent expensive repairs and dangerous injuries. These tapes meet
OSHA and APWA. recommended color codes and are non metal detectable.
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| TEM#: SIZE: COLOR & LEGEND:
SUTBEL | 3" x 1,000
S3UTBWL | 3" x 1,000
3UTBTL | 3" x1,000" | BURIED TELEPHONE LINE BELOW
3UTBSL | 3" x 1,000’
3UTBFO | 3" x 1,000" | BURIED FIBER OPTIC LINE BELOW
3UTBGL | 3" x1,000" | BURIED GAS LINE BELOW






